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SPECIFICATIONS 



Collet size 


No load speed 
IRPMI 


Overall length 


Net weight 


1/4" 


25.000 


283 mm (11-1/8"! 


0.9 kg (2.0 lbs) 



• Manufacturer reserves the right to change specifications without notice. 

• Note: Specifications may differ from country to country. 



IMPORTANT 
SAFETY INSTRUCTIONS 

(For All Tools) 

WARNING: WHEN USING ELECTRIC TOOLS, BASIC SAFETY 
PRECAUTIONS SHOULD ALWAYS BE FOLLOWED TO REDUCE 
THE RISK OF FIRE, ELECTRIC SHOCK. AND PERSONAL 
INJURY, INCLUDING THE FOLLOWING: 

READ ALL INSTRUCTIONS. 

1. KEEP WORK AREA CLEAN. Cluttered areas and benches invite injuries. 

2. CONSIDER WORK AREA ENVIRONMENT. Don't use power tools in damp 
or wet locations. Keep work area well lit. Don't expose power tools to rain. 
Don't use tool in presence of flammable liquids or gases. 

3. KEEP CHILDREN AWAY. All visitors should be kept away from work area. 
Don't let visitors contact tool or extension cord. 

4. STORE IDLE TOOLS. When not in use, tools should be stored in dry, and high 
or locked-up place - out of reach of children. 

5. DON'T FORCE TOOL. It will do the job better and safer at the rate for which 
it was intended. 

6. USE RIGHT TOOL. Don't force small tool or attachment to do the job of a 
heavy-duty tool. Don't use tool for purpose not intended; for example, don't 
use circular saw for cutting tree limbs or logs. 

7. DRESS PROPERLY. Don't wear loose clothing or jewelry. They can be caught 
in moving parts. Rubber gloves and non-skid footwear are recommended 
when working outdoors. Wear protective hair covering to contain long hair. 

8. USE SAFETY GLASSES. Also use face or dust mask if cutting operation is 
dusty. 

9. DON'T ABUSE CORD. Never carry tool by cord or yank it to disconnect from 
receptacle. Keep cord from heat, oil, and sharp edges. 

10. SECURE WORK. Use clamps or a vise to hold work. It's safer than using 
your hand and it frees both hands to operate tool. 

1 1 . DON'T OVERREACH. Keep proper footing and balance at all times. 

12. MAINTAIN TOOLS WITH CARE. Keep tools sharp and clean for better and 
safer performance. Follow instructions for lubricating and changing acces- 
sories. Inspect tool cords periodically and if damaged, have repaired by autho- 
rized service facility. Inspect extension cords periodically and replace if 
damaged. Keep handles dry, clean, and free from oil and grease. 

1 3. DISCONNECT TOOLS. When not in use, before servicing, and when chang- 
ing accessories, such as blades, bits, cutters. 
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14. REMOVE ADJUSTING KEYS AND WRENCHES. Form habit of checking to 
see that keys and adjusting wrenches are removed from tool before turning 
it on. 

15. AVOID UNINTENTIONAL STARTING. Don't carry tool with finger on switch. 
Be sure switch is OFF when plugging in. 

16. EXTENSION CORDS. Make sure your extension cord is in good condition. 
When using an extension cord, be sure to use one heavy enough to carry 
the current your product will draw. An undersized cord will cause a drop 
in line voltage resulting in loss of power and overheating. Table 1 shows the 
correct size to use depending on cord length and nameplate ampere rating. 
If in doubt, use the next heavier gage. The smaller the gage number, the 
heavier the cord. 

TABLE 1 MINIMUM GAGE FOR CORD SETS 





Total Length of Cord In Feet 


0-25 


26 - SO 


61 - 100 


101 - 160 


Ampere Rating 
More Not More 
Than Than 


A W G 


0-6 


18 


16 


16 


14 


6 10 


18 


16 


14 


12 


10 - 12 


16 


16 


14 


12 


12 - 16 


14 


12 







17. OUTDOOR USE EXTENSION CORDS. When tool is used outdoors, use only 
extension cords intended for use outdoors and so marked. 

18. STAY ALERT. Watch what you are doing, use common sense. Don't operate 
tool when you are tired. 

19. CHECK DAMAGED PARTS. Before further use of the tool, a guard or other 
part that is damaged should be carefully checked to determine that it will 
operate properly and perform its intended function. Check for alignment of 
moving parts, binding of moving parts, breakage of parts, mounting, and 
any other conditions that may affect its operation. A guard or other part 
that is damaged should be properly repaired or replaced by an authorized 
service center unless otherwise indicated elsewhere in this instruction 
manual. Have defective switches replaced by authorized service center. Don't 
use tool if switch does not turn it on and off. 

20. GUARD AGAINST ELECTRIC SHOCK. Prevent body contact with grounded 
surfaces. For example; pipes, radiators, ranges, refrigerator enclosures. 

21 . REPLACEMENT PARTS. When servicing, use only identical replacement parts. 

22. POLARIZED PLUGS. To reduce the risk of electric shock, this equipment has 
a polarized plug (one blade is wider than the other). This plug will fit in a 
polarized outlet only one way. If the plug does not fit fully in the outlet, 
reverse the plug. If it still does not fit, contact a qualified electrician to install 
the proper outlet. Do not change the plug in any way. 
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VOLTAGE WARNING: Before connecting the tool to a power source {receptacle, 
outlet, etc.) be sure the voltage supplied is the same as that specified on the 
nameplate of the tool. A power source with voltage greater than that specified 
for the tool can result in SERIOUS INJURY to the user — as well as damage to 
the tool. If in doubt. DO NOT PLUG IN THE TOOL. Using a power source with 
voltage less than the nameplate rating is harmful to the motor. 

ADDITIONAL SAFETY RULES FOR GRINDER 

1 . Use only wheels having a maximum operating speed at least as high as "No 
Load RPM" marked on the tool s nameplate. 

2. Check the wheel carefully for cracks or damage before operation. Replace 
cracked or damaged wheel immediately. 

3. Hold the tool firmly. 

4. Keep hands away from rotating parts. 

5. Before using the tool on an actual workpiece, let it run for more than one 
minute. (When mounting a new wheel, let it run for more than three minutes.) 
Watch for vibration or wobbling that could indicate poor installation or a 
poorly balanced wheel. 

6. Watch out for flying sparks. Hold the tool so that sparks fly away from you 
and other persons or flammable materials. 

7. Do not leave the tool running. Operate the tool only when hand-held. 

8. Always be sure you have a firm footing. Be sure no one is below when using 
the tool in high locations. 

9. Do not use water or grinding lubricant. 

10. Do not use this tool as cutter. 

1 1 . Do not touch the workpiece immediately after operation; it may be extremely 
hot and could burn your skin. 

SAVE THESE INSTRUCTIONS. 
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Installing or removing wheel point 
CAUTION: 

Always be sure that the tool is switched off and unplugged before installing or removing 
the wheel point. 



Loosen the collet nut and insert the wheel 
point into the collet nut. Use the smaller 
wrench to hold the spindle and the larger 
one to tighten. the collet nut securely. 




The wheel point should not be mounted 
more than 10 mm (3/8") from the collet 
nut. 

Exceeding this distance could cause vibra- 
tion or a broken shaft. 




To remove the wheel point, follow the installation procedure in reverse. 



Switch action 

To start the tool, move the switch to the 
"ON" position. To stop, move the switch 
to the "OFF" position. 




Operation 

Turn the tool on without the wheel point 
making any contact with the workpiece 
and wait until the wheel point attains full 
speed. Then apply the wheel point to the 
workpiece gently. To obtain a good finish, 
move the tool in the leftward direction 
slowly. 



CAUTION: 

Apply light pressure on the tool. Excessive pressure on the tool will only cause a poor 
finish and overloading of the motor. 



Dressing wheel point 

When the wheel point becomes "loaded" 
with various bits and particles, you should 
dress the wheel point with the dressing 
stone. 




MAINTENANCE 

CAUTION: 

Always be sure that the tool is switched off and unplugged before attempting to perform 
inspection or maintenance. 

The tool will stop when the carbon brushes wear to a certain length. When this occurs, 
both carbon brushes should be replaced. 

To maintain product SAFETY and RELIABILITY, repairs, carbon brush inspection and 
replacement, any other maintenance or adjustment should be performed by Makita 
Authorized or Factory Service Centers, always using Makita replacement parts. 
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ACCESSORIES 

CAUTION: 

These accessories or attachments are recommended (or use with your Makita tool specified in this 
manual. The use of any other accessories or attachments might present a risk of injury to persons. 
The accessories or attachments should be used only in the proper and intended manner. 



• Wrench 10 

Part No. 781003-0 



• Wrench 17 

Part No. 781008-0 



• Collet cone 1/8" (3.17 mm) 

Part No. 763626-6 




Choose your wheel point abrasive in terms of the application. 



Abrasive 
Symbol 


Abrasive 
Color 


Abrasive Characteristics 


Application 


A 


Pale blue. 
Brown 


Toughest of all. slightly 
less brittle. 


To grind mild steel, carbon 
steel, etc. 


WA 


White, 
Orange 


Less tough but slightly 
harder. 


To grind hardened and special 
steels. 


C 


Black 


Harder but less tough 
than A or WA. 


To grind castings, nonferrous, 
stone materials. 
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1/4" 

DIE GRINDER 
Model GE0600 



Jim- 01 -88 US 




MOOEL GE06O0 



Jim- 01 -88 US 



ITEM 
MO 


NO. 
USED 


DESCRIPTION 


ITEM 

HO. 


MO. 
USED 


... - - 
DESCRIPTION 


MACHINE 




MACHINE 




1 


1 


Coiiei Nul 6 


16 


1 


Rubber Pin 4 


1 


1 


Collet Cona 


17 


1 


FELD ASSEMBLY 


3 


1 


Sp-ncto 


18 


1 


AprWig rmi J— 1 4 


4 


1 




19 


1 


Coupling 


s 


1 


Ball Beacog 6081 B 


20 


1 


Spring Pin 3—14 


e 




Rati to ma Roa S - 8 

"oib ininy nmy 3 — O 


21 


1 


Cap 


7 




Ball Ben, mg 608LB 


22 


1 


Hmiamn *tmt (With Nam IK I Hi 
"ouamg aai iwtjn nam id a jbi 


s 




Rubba* Ptfl 4 


24 


1 




9 




B»n Bearing 6081 B 


26 


1 


Con) Ch 


10 




Rubtw Pm 4 


27 


1 




II 




Fan 52 


28 


1 


c I. a , n n — i . ^ i 

J I ' KM nVHVl 


12 




ARMATURE ASSEMBLY 


29 


2 


Pm Hud Sam. M4.IS IWWi Wunvl 






IWfth ham 9. 11. 1? ft 1 Si 


30 


1 


Hang., 


13 




B'uah Hoktof 


31 


4 


Pan HMd Sen. M4>2S WHti Wawwi 


14 2 


Caibon Bniah 


32 


1 


Mm Pin 


18 | 1 


Ban Bearing 82 718 


36 


1 





Now Tho fwilch and otha> part specilicalxxis may diltot Iron* coomry 10 country 
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WARNING 

Some dust created by power sanding, sawing, grinding, drilling, and other 
construction activities contains chemicals known to the State of California 
to cause cancer, birth defects or other reproductive harm. Some examples 
of these chemicals are: 

• lead from lead-based paints, 

• crystalline silica from bricks and cement and other masonry products, and 

• arsenic and chromium from chemically-treated lumber. 

Your risk from these exposures varies, depending on how often you do this 
type of work. To reduce your exposure to these chemicals: work in a well 
ventilated area, and work with approved safety equipment, such as those 
dust masks that are specially designed to filter out microscopic particles. 



MAKITA LIMITED ONE YEAR WARRANTY 

Warranty Policy 

Every Maklta tool is thoroughly inspected and tested belore leaving the factory, it is warranted to be Iree of 
detects Irom workmanship and materials lor the period, ol the ONE YEAR Irom the date ol original purchase. 
Should any trouble develop during this one-year period, return the COMPLETE tool, freight prepaid, to one ol 
Makitas Factory or Authorized Service Centers. II inspecion shows the trouble is caused by detective 
workmanship or material. Makita will repair (or at our option, replace ) without charge. 

This Warranty does not apply where: 

• repairs have been made or attempted by others: 

• repairs are required because ot normal wear and tear: 

• The tool has been abused, misused or improperly maintained: 

• alterations have been made to the tool. 

IN NO EVENT SHALL MAKITA BE LIABLE FOR ANY INDIRECT, INCIDENTAL OR CONSEQUENTIAL 
DAMAGES FROM THE SALE OR USE OF THE PRODUCT. THIS DISCLAIMER APPLIES BOTH DURING 
AND AFTER THE TERM OF THIS WARRANTY. 

MAKITA DISCLAIMS LIABILITY FOR ANY IMPLIED WARRANTIES, INCLUDING IMPLIED WARRANTIES 
OF -MERCHANTABILITY" AND "FITNESS FOR A SPECIFIC PURPOSE," AFTER THE ONE-YEAR TERM OF 
THIS WARRANTY. 

This Warranty gives you specilic legal nghts. and you may also have other rights which vary torm state to state. 
Some states do not allow the exclusion or limitation ol incidenlal or consequential damages, so the above 
limitation or exclusion may not apply to you. Some states do not allow limitation on how long an implied 
warranty lasts, so the above limitation may not apply to you. 



Makita do Brasil Ferramentas Eletricas Ltda. 

Rua Makita Brasil, 200 - (allura Estrada Particular Sadae Takagi, 1.435) 
Bairro Alvarengas - S. B. do Campo - SP - CEP - 09852-080 
PABX (011) 4392-2411 - Fax (011) 4392-2183 e-mail: makita@makita.com.br 



